TABLE 1

Indoor Air Test Results — Greenfield Public Library, Greenfield, MA — August 10, 2001

Location Carbon | Temp. Relative Occupants | Windows Ventilation Remarks
Dioxide °F Humidity in Room Openable | Intake | Exhaust
“ppm %

Outside 393 82 91 Measurements taken @ 1:45 pm

(Background)

Director’s Office 806 71 59 1 No Yes No Fireplace, univent-condensation on
(D) louver, door open

Staff Office 782 74 59 3 No Yes No univent-condensation on louver, door
2) open

Staff Office-Printer 802 76 53 1 No Yes No Door open
(1)

Kitchen 781 74 62 0 No Yes No Door open
(1)

Restroom No No Yes Exhaust vent broken

Reference Area 1203 72 50 3 No Yes No Fireplace
(2)

Computer Area 1209 72 49 7 No Yes No univent-condensation on louver
(1)

Front Desk Area 1229 72 50 4 No Yes No univent-condensation on louver
(1)

Elevator Stack Area 1081 73 52 3 Yes Yes Yes Exhaust off
(1)

Rear Stack 835 74 54 1 Yes Yes No
(2)

Comfort Guidelines

* ppm = parts per million parts of air
CT = ceiling tiles

Carbon Dioxide -

Temperature -
Relative Humidity -

< 600 ppm = preferred

600 - 800 ppm = acceptable
> 800 ppm = indicative of ventilation problems

70 - 78 °F
40 - 60%




TABLE 2

Indoor Air Test Results — Greenfield Public Library, Greenfield, MA — August 10, 2001

Location Carbon | Temp. Relative Occupants | Windows Ventilation Remarks
Dioxide °F Humidity in Room Openable | Intake | Exhaust
“ppm %
Child Library Room 1007 71 49 4 No Yes Yes Exhaust off, univent-condensation on
3) louver, fireplace, water bubbler over

carpet, plants, door open

Child Library Inner 1138 73 46 1 No Yes No

Room (1)

Greenfield Room 1301 73 56 2 No Yes Yes Exhaust off, musty odor

&)

Elevator Car 1168 73 54 1 No No No

Conference Room 530 74 70 0 No Yes Yes Exhaust off, musty odor — carpet
moisture — 8.8%-33.2%

Stack Room 946 75 56 0 No No No Pillars-efflorescence, water damage-
outer wall-mold

Children’s Library 1175 75 49 0 No Yes No Supply off

Children’s Library No Yes Water damaged plaster

Closet

Children’s Library No Yes No undercut door

Restroom

Front Desk Area 1389 73 53 17 Yes Yes No Taken @ 3:05 pm

Comfort Guidelines

* ppm = parts per million parts of air
CT = ceiling tiles

Carbon Dioxide -

Temperature -
Relative Humidity -

< 600 ppm = preferred

600 - 800 ppm = acceptable
> 800 ppm = indicative of ventilation problems

70 - 78 °F
40 - 60%




